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ASSEMBLY TEMPLATE

CABINET SQUARENESS ± .0625
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NOTE:

1. TOPS ARE 2 14" MAPLE.
2. COMPONENTS VARY WITH STYLE OF STEEL WORKBENCH
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ASSEMBLY COMPONENTS
ITEMS INCLUDED PART # PART DESCRIPTION QTY

TOP
16-0036

OR
16-0052

TOP,MPL, (2.25X28X64)
OR

TOP,MPL,(2.25X54X64)
1

STEEL BASE VARIES METAL BASE (STYLE VARIES) VARIES

FLEXIBLE ANGLES - GREY
20-0001

OR
20-0002

FLEXIBLE ANGLES - 17" - AI18-GREY
OR

FLEXIBLE ANGLES - 42" - AI42-GREY
2

FLEXIBLE ANGLES - BLACK
236104

OR
236105

FLEXIBLE ANGLES - 17" - AI18-BLACK
OR

FLEXIBLE ANGLES - 42" - AI42-BLACK
2

HARDWARE 20-0050 FLEXIBLE - 4824363 - HARDWARE 1

GUSSET 253728 GUSSET,STEEL,12GAX8X8,ZINC PLATED 4

SCREWS - GUSSET 100037 SCREW,#10X5/8 QUAD PNHD LUB 12

VISES - OPTIONAL 234708 VISE - SHAIN CUSTOM VISE WITH LOGO VARIES

TOOLS REQUIRED
1
2" WRENCH

1
2" SOCKET AND TORQUE WRENCH - OPTIONAL

DRILL
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STEP 1:

 POSITION STEEL BASE IN DESIRED LOCATION.
 IF YOU HAVE A FOUR STATION WORKBENCH,

PLACE STEEL BASES BACK TO BACK.
 LEVEL CABINETS.
 ANCHOR CABINETS TO EACH OTHER.

**NOTE**
CABINETS MUST BE LEVELED OR

DOORS AND DRAWERS MAY NOT
OPEN OR CLOSE CORRECTLY

STEEL BASE - TYPICAL
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STEP 2:

 PLACE FLEXIBLE ANGLE ON SIDE OF STEEL BASE.
 MAKE SURE IT IS CENTERED AND TOP EDGE OF FLEXIBLE ANGLE

IS FLUSH WITH TOP EDGE OF CABINETS.
 ATTACH ANGLES TO SIDES OF BASE WITH HARDWARE

PROVIDED.
 BOLTS GO HORIZONTALLY THROUGH ANGLE INTO BASE.
 NUTS AND WASHERS ARE TIGHTENED TO BOLT FROM INSIDE OF

BASE.
 TIGHTEN NUT USING 12" WRENCH OR 12" SOCKET AND TORQUE

WRENCH, TO A MINIMUM OF 12FT LBS BUT NOT TO EXCEED
17FT LBS.

 REPEAT ON OTHER SIDE.

FLEXIBLE ANGLE - TYPICAL
ATTACH TO SIDE OF STEEL BASE

(REPEAT ON OTHER SIDE)
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STEP 3:

 PLACE CARDBOARD ON TOP OF STEEL BASE IN CORNERS
AND CENTER BEFORE INSTALLING TOP (NOT SHOWN).

 THIS ALLOWS MAPLE TOP TO BREATH.
 LAY TOP ON STEEL BASE WITH PROPER OVERHANG

(CENTERED ON WORKBENCH).
 LAG SCREWS GO VERTICALLY THROUGH ANGLE SUPPORT

UP INTO TOP.
 PRE-DRILL HOLES IN TOP FOR LAG SCREWS.

TOP
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STEP 4:

 ATTACH STEEL GUSSETS TO TOP WITH CORRECT DISTANCE
IN BETWEEN WITH HARDWARE PROVIDED.

 FROM CENTER OF BASE CABINETS, PLACE GUSSETS 12"
TOWARDS FRONT OF WORKBENCH FOR A TOTAL OF 24"
IN BETWEEN.

 THE EDGE OF THE GUSSET WITH THROUGH HOLES SHOULD
BE FACING EACH OTHER.

 PRE-DRILL HOLES IN TOP TO PREVENT CRACKING.
 STEEL GUSSETS MUST BE TIGHT AGAINST CABINET SIDES .

UNDERSIDE WORKSTATION SHOWN

CENTER

24.00
MAX

12.00
TYPICAL

GUSSET - TYPCIAL
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COMPLETE UNIT SHOWN

VISES - TYPICAL

STEP 5:

ATTACH VISES IF INCLUDED.
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Butcher Block (Varnished Tops) Maintenance & Repair

SPILLS 
 • Be sure any spills are cleaned up immediately. Excessive moisture and certain chemicals allowed 
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SCRATCHES & DENTS
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MINERAL STREAKS
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HUMIDITY GUIDELINES
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  recommended installation practices that allow your Butcher Block to move with the conditions and 
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Example: If conditions in a warehouse are 60% relative humidity at 50 degrees. Fahrenheit Dry wood will pick 
up moisture until 11.2% is reached, regardless of wood species and initial moisture content.


