
Bumper Post Sleeve Quick & Easy Installation 
1. In addition to your bollard cover, your 

shipment includes two strips of neoprene 
adhesive tape. Remove the back of the 
first adhesive tape strip and wrap it firmly 
around the post, approximately 6” from 
the top. There should be a 1” gap between 
the ends of the tape to allow air to pass 
through when you install the bollard 
cover. 
 

2. Remove the back of the second piece of 
neoprene adhesive tape strip and wrap it 
firmly around the bottom of the post, 
securing the ends of the tape together. 
 

3. Slowly slide the Ideal Shield bollard cover 
over the post. If the tape is applied 
correctly, you will hear air being forced 
out. 
 

4. The Ideal Shield bollard cover should 
securely fit entirely over the length of the 
post. 
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Scan the QR code below with your 
smartphone to view our installation video or 
visit our YouTube channel to view this and 
other Ideal installation videos at 
www.youtube.com/idealshield 

To view more Ideal Shield product 
specifications, features, photos, 
and videos, visit our website at: 

 
www.idealshield.com 
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Visit our YouTube channel for product application, 
demonstrations, and installation videos. 
 

 

youtube.com/idealshield 

View more innovative Ideal Shield products for your facility at 
www.idealshield.com 

Providing maintenance free 
protective products for all 

your facility needs 
Featured Products: 
 

Guardrail, Handrail, Goal Posts 

Facility protection by 
Ideal Shield provides 
maintenance free, easy 
to install, heavy duty 
solutions for any type of  
facility 
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